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W W W . K E N G U R U P R O . E U



 FRENCH TRIPLE PUSH-UP BAR  

К-001

CERTIFIED: RECOMMENDED:

The construction consists of four vertical columns and three crossbars. The length of each crossbar is 1200 mm. 
Construction is secured together with aluminium clamps.

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4032 mm 

108 mm 

1550 mm 

2150 mm 

90 кg 

7032 х 3108 mm 

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

1300 mm 

children under 14 years only under surveillance of parents

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

CLASSIC TWO-LEVEL MONKEY BAR  

The construction consists of six vertical columns and two monkey bar sections (horizontal ladders). Monkey bar sections 
are fixed on different height from the ground. The length of each section is 1900 mm. The distance between the crossbars 
of the monkey bar is 311 mm. Construction is secured together with aluminium clamps.

К-002

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

3840 mm  

1416 mm  

2650 mm  

3350 mm  

270 кg  

7940 х 5716 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2400 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

DIKSON      

The complex consists of ten vertical columns of different height, six crossbars 1200 mm in length and two monkey bar 
sections. Optionally, two or four crossbars can be re-designed to be 1758 mm in length. Monkey bar sections are fixed on 
different height from the ground. The length of each section is 1900 mm. The distance between the crossbars of each 
monkey bar is 311 mm. The complex is secured together with aluminium clamps.

К-003

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

6456 mm  

1416 mm  

2650 mm  

3350 mm  

400 кg 

10656 х 5716 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2400 mm  

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

KOVDOR      

The complex consists of seven vertical columns, five crossbars, Swedish wall and monkey bar – snake. The length of 
crossbars is 1200 mm (1758 mm optional length is possible). Height of the Swedish wall – 2073 mm, width – 1200 mm. 
Monkey bar – snake is 1700 mm in length. The complex is secured together with aluminium clamps.

К-004

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

5840 mm  

1661 mm  

2650 mm  

3350 mm  

300 кg

10040 х 5711 mm 

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

TIKSI    

The complex consists of seven vertical columns of different height, Swedish wall section and three crossbars with the 
length of 1200 mm. Swedish wall consist of crossbars, with the distance between the bars – 407 mm. Height of the 
Swedish wall – 2073 mm, width – 1200 mm. Parallel bars consist of 2 horizontal crossbars, length of the bars is 1758 mm. 
Distance between the columns for the parallel bars, is 600 mm. Optionally, two crossbars can be re-designed to be 1758 
mm in length. The complex is secured together with aluminium clamps.

К-005

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

3282 mm  

2016 mm  

2650 mm  

3350 mm  

250 кg 

6932 х 5716 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

SWEDISH WALL

The construction consists of two vertical columns and Swedish wall with height of 2073 mm. Swedish wall consist of 
crossbars. The distance between the crossbars is 407 mm. The width of the Swedish wall is 1200 mm. Construction is 
secured together with aluminium clamps.

К-006

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1416 mm  

108 mm 

2600 mm  

3350 mm  

110 кg

5716 х 4408 mm 

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm  

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

CLASSIC PULL-UP BAR

The construction consists of two vertical columns and a horizontal crossbar with the length of 1200 mm (1758 mm 
optional length is possible). All elements of the construction are secured together with aluminium clamps at the height that 
corresponds to the wishes of the Client.

К-007

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1416 mm 

108 mm 

2600 mm 

3350 mm 

70 кg 

5716 х 4408 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2500 mm  

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

LOW PARALLEL BARS

The construction consists of two curved bars that are placed parallel. The distance between the inside surface of the bars 
is 500 mm. The upper horizontal surface of the bars is 1650 mm long. Bars are symmetrically curved at the angle of 90 
degrees and create the construction at the height of 1200 mm (1300 mm optional height is possible) from the 
foundations.

К-008

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2040 mm 

600 mm 

1200 mm 

2040 mm 

70 кg 

5040 х 3601 mm

diameter: wall thickness:

48 mm 3,2 mm

powder coated steel RAL 7016 

1200 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

DOUBLE PARALLEL BARS FOR PRESS-UP WITH DIFFERENT LEVELS

The construction consists of six vertical columns of different height and four horizontal crossbars: 2 pieces – 1200 mm in 
length, 2 pieces – 1758 mm in length. Crossbars are placed parallel. The distance between the parallel bars is 600 mm. 
Construction is secured together with aluminium clamps.

К-009

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

3282 mm  

708 mm  

1550 mm  

2150 mm 

150 кg  

6282 х 3708 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

1300 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

STANDARD PARALLEL BARS

The construction consists of four vertical columns and two horizontal crossbars. Crossbar length is 1758 mm. The 
distance between the parallel bars is 600 mm. Crossbars are secured to the columns with aluminium clamps at the height 
of 1300 mm from the foundation.

К-010

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1974 mm  

708 mm  

1550 mm 

2150 mm 

100 кg 

4974 х 370 8 mm 

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

1300 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

WORKOUT DESK

This is a metallic construction with base horizontal surface 2040 mm in length, 400 mm in width, and 500 mm in height. 
The construction has four semi-rings between which there is a distance of 500 mm, 394 mm and 500 mm accordingly. 
The height of the semi-rings: 250 mm and 250 mm, 500 mm and 500 mm. The construction consists of tubes with 
diameter from 34 mm to 50 mm.

К-011

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2040 mm  

400 mm  

2040 mm  

50 кg 

5040 х 3400 mm

diameter: wall thickness:

48 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

- 

- 

1000 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

ALERT      

The complex consists of eight vertical columns of different height and six crossbars on different levels, and a wooden 
bench for abs. The length of the crossbars is 1200 mm (1758 mm optional width is possible). Construction is secured 
together with aluminium clamps.

К-012

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4032 mm  

2715 mm  

2650 mm  

3350 mm  

250 кg 

7182 х 6015 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

1900 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

KENGURU STANDARD

The complex consists of ten vertical columns of different height, six crossbars 500 mm in length, three crossbars 1200 
mm in length, Swedish wall and two wooden benches for abs. Optionally, two 1200 mm crossbars can be re-designed to 
be 1758 mm in length. Height of the Swedish wall – 2073 mm. The distance between the crossbars of the Swedish wall – 
407 mm. Construction is secured together with aluminium clamps.

К-013

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2632 mm 

2830 mm 

2650 mm 

3350 mm 

330 кg 

5716 х 6480 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm'

powder coated steel RAL 7016 

2450 mm  

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

DOUBLE PULL-UP BAR

The construction consists of three vertical columns of different height and two horizontal crossbars with the length of 
1200 mm (1758 mm optional length is possible). All elements of the construction are secured together with aluminium 
clamps at the height that corresponds to the wishes of the Client.

К-014

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2724 mm 

108 mm 

2650 mm 

3350 mm

110 кg

6774 х 4408 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2400 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

BENCH

The construction consists of four vertical columns and wooden bench with the length of 1650 mm, width of 400 mm. The 
distance between the columns is 608 mm The standard height of the bench is 425 mm. Construction is secured together 
with aluminium clamps.

К-015

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1650 mm 

716 mm 

450 mm 

1650 mm 

80 кg 

4650 х 3716 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

300 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

TRIANGULAR PULL-UP BAR

The construction consists of three vertical columns and three crossbars for pull-ups 1200 mm in length (1758 mm 
optional crossbar length is possible). Crossbars are secured to the columns with aluminium clamps at the height that 
corresponds to the wishes of the Client.

К-016

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1416 mm 

1241 mm 

2650 mm 

3350 mm

120 кg 

5616 х 5241 mm

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

2300 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

DOUBLE TRIANGULAR PULL-UP BAR

The construction consists of four vertical columns and five crossbars for pull-ups. The length of crossbars is 1200 mm 
(1758 mm optional length is possible). Construction is secured together with aluminium clamps.

К-017

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2374 mm 

1416 mm 

2650 mm 

3350 mm 

160 кg 

6324 х 5616 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm'

powder coated steel RAL 7016 

2400 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

DOUBLE PARALLEL BARS

The construction consists of three curved bars that are placed parallel. The distance between the inside surfaces of bars 
is 500 mm. The horizontal surface of bars is 1650 mm in length. Bars are symmetrically curved at the angle of 90 degrees 
and create the construction at the height of 1200 mm (1300 mm optional height is possible) from the foundations.

К-018

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2040 mm 

1152 mm 

1200 mm 

2040 mm

100 кg 

5040 х 4152 mm' 

diameter: wall thickness:

48 mm 3,2 mm

powder coated steel RAL 7016 

- 

- 

1200 mm  

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

KYUSYUR     

The complex consists of nine vertical columns of different height, Swedish wall 2073 mm in height and 1200 mm in width, 
one crossbar for pull-ups with the length of 1200 mm (1758 mm optional length is possible), wooden bench for abs and 
parallel bars that consist of two horizontal crossbars, with the length of the bars – 1758 mm. Distance between the side 
columns of parallel bars is 600 mm. Construction is secured together with aluminium clamps.

К-019

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

3932 mm 

2078 mm 

2650 mm 

3350 mm 

290 кg 

7582 х 5624 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm  

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

WORKOUT COLUMNS

The construction consists of two vertical columns with distance of 650-800 mm in between, and the height of each 
column – 2000 mm.

К-020

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

808 mm 

108 mm 

2050 mm 

2650 mm 

60 кg 

4508 х 3808 mm 

diameter: wall thickness:

108 mm 3,2 mm

powder coated steel RAL 7016 

- 

- 

- 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



CERTIFIED: RECOMMENDED:

KENGURU NEW

К-021

The complex consists of eight vertical columns of different height, three crossbars 500 mm in length, four crossbars 1200 
mm in length, Swedish wall and a wooden bench for abs. Optionally, two 1200 mm crossbars can be re-designed into 1758 
mm. Height of the Swedish wall – 2073 mm. The distance between the crossbars of the Swedish wall – 407 mm. 
Construction is secured together with aluminium clamps.

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

2949 mm 

2715 mm 

2650 mm 

3350 mm 

260 кg 

5991 х 6365 mm 

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



СЕРТИФИЦИРОВАНО: РЕКОМЕНДОВАНО:

CERTIFIED: RECOMMENDED:

KENGURU SUPER

К-022

The complex consists of twelve vertical columns of different height, six crossbars 500 mm in length, five crossbars 1200 
mm in length, Swedish wall and two wooden benches for abs. The complex includes rings and rope that are fixed to the 
crossbars with the length of 1200 mm. Optionally, two crossbars can be re-designed to be 1758 mm in length. Height of 
the Swedish wall – 2073 mm, width – 1200 mm. The distance between the crossbars of the Swedish wall – 407 mm. 
Construction is secured together with aluminium clamps.

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

5248 mm 

2830 mm 

2650 mm 

3350 mm 

400 кg 

9448 х 6480 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg  

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n



BENCH FOR ABS

The construction consists of four columns of different height, three crossbars 500 mm in length and a wooden bench. 
Construction is secured together with aluminium clamps.

К-023

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1509 mm 

716 mm 

1550 mm 

2150 mm

110 кg 

4509 х 3716 mm  

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

1050 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



MINI COMPLEX GTO

The complex consists of four vertical columns of different height, three crossbars 1200 mm in length and Swedish wall. 
Optionally, two 1200 mm crossbars can be re-designed to be 1758 mm in length. Height of the Swedish wall – 2073 mm, 
width – 1200 mm. The distance between the crossbars of the Swedish wall – 407 mm. Construction is secured together 
with aluminium clamps.

К-024

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

1416 mm 

1416 mm 

2650 mm 

3350 mm 

190 кg 

5716 х 5616 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



GYMBAR

The construction consists of four vertical columns of different height and three crossbars with the length of: 2 pieces – 
1200 mm, 1 piece – 1758 mm. All elements of the construction are secured together with aluminium clamps at the height 
that corresponds to the wishes of the Client.

К-025

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4044 mm 

1427 mm 

2350 mm 

3350 mm 

120 кg 

7044 х 4827 mm

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

1800 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



TWO-SECTION, MULTI-LEVEL MONKEY BARS AND 3 PULL-UP BARS     

The complex consists of eight vertical columns of different height, one classic monkey bar, one inclined monkey bar and 
three crossbars with the length of 1200 mm. Optionally, two crossbars can be re-designed to be 1758 mm in length. The 
length of the classic monkey bar is 1900 mm and the inclined monkey bar – 1790 mm. The distance between the 
crossbars of classic monkey bar is 311 mm, distance between the crossbars of inclined monkey bar is 350 mm. 
Construction is secured together with aluminium clamps.

К-026

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

5180 mm 

1416 mm 

2650 mm 

3050 mm 

320 кg 

9180 х 5366 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2250 mm

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



KHATANGA       

The complex consists of eight vertical columns, five crossbars 1200 mm in length, Swedish wall and a classic monkey bar. 
Optionally, two 1200 mm crossbars can be re-designed to be 1758 mm in length. Height of the Swedish wall – 2073 mm, 
width – 1200 mm. The distance between the crossbars of the Swedish wall – 407 mm. The length of monkey bars is 1900 
mm. The distance between the crossbars of the monkey bar is 311 mm. Construction is secured together with aluminium 
clamps.

К-027

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4590 mm 

1416 mm 

2650 mm 

3350 mm 

330 кg

8840 х 5716 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg  

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



TRIPLE LEVEL BENCH

The construction consists of eight vertical columns of different height, six crossbars 500 mm in length, supporting three 
sets of wooden benches. The length of each bench is 1650 mm. All elements of the construction are secured together 
with aluminium clamps at the height that corresponds to the wishes of the Client.

К-028

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4350 mm 

716 mm 

1250 mm 

1750 mm

240 кg

7350 х 3716 mm 

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

900 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



PEVEK        

The complex consists of six vertical columns, two crossbars 1200 mm in length, Swedish wall and a classic monkey bar. 
Height of the Swedish wall – 2073 mm, width – 1200 mm. The distance between the crossbars of the Swedish wall – 407 
mm. The length of monkey bars is 1900 mm. The distance between the crossbars of the monkey bar is 311 mm. 
Construction is secured together with aluminium clamps.

К-029

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

3282 mm 

1416 mm 

2650 mm 

3350 mm 

240 кg 

7482 х 5616 mm

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



KANAK

К-030

The complex consists of twelve vertical columns of different height, six crossbars 1200 mm in length, one crossbar 1758 
mm in length, Swedish wall, classic monkey bar and wooden bench for abs. Height of the Swedish wall – 2073 mm, width – 
1200 mm. The distance between the crossbars of the Swedish wall – 407 mm. The length of monkey bar is 1900 mm. The 
distance between the crossbars of the monkey bar is 311 mm. Construction is secured together with aluminium clamps.

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4696 mm 

3332 mm 

2650 mm 

3350 mm 

430 кg 

8346 х 7024 mm

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



KOLA

К-031

The complex consists of fifteen vertical columns of different height, two crossbars 1200 mm in length, Swedish wall, 
classic monkey bar, wooden bench for abs, monkey bar – snake, and double parallel bars. Height of the Swedish wall – 
2073 mm, width – 1200 mm. The distance between the crossbars of the Swedish wall – 407 mm. The length of the classic 
monkey bar is 1900 mm. The distance between the crossbars of the monkey bar is 311 mm. Monkey bars – snake is 1700 
mm in length. Double parallel bars consist of three horizontal crossbars, length of the bars – 1758 mm. Distance between 
parallel bar side columns is 600 mm. Construction is secured together with aluminium clamps.

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

6956 mm 

3224 mm 

2650 mm 

3350 mm 

480 кg

10506 х 6411 mm

diameter: wall thickness:

108 mm  3,2 mm

34 mm  3,2 mm

powder coated steel RAL 7016 

2450 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



KENGURU FREESTYLE

The complex consists of six vertical columns and five crossbars of 1758 mm in length. All elements of the complex are 
secured together with aluminium clamps at the height that corresponds to the wishes of the Client.

К-032

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

4612 mm 

2746 mm 

2650 mm 

3350 mm 

220 кg

8612 х 6746 mm

diameter: wall thickness:

108 mm 3,2 mm

34 mm 3,2 mm

powder coated steel RAL 7016 

2200 mm 

children under 14 years only under surveillance of parents 

130 кg

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



GROUND PARALLEL BARS

The construction consists of two curved bars that are placed parallel. The distance between the inside surfaces of the 
bars is 500 mm. The upper horizontal surface of the bars is 1650 mm long. Bars are symmetrically curved at the angle of 
90 degrees and create the construction at the height of 300 mm from the foundations.

К-033

length:

height:

longest part when transporting:

weight:

required ground area:

pipe measurmenets:

metal parts:

clamps:

bolts:

max. crossbar height:

user age:

max. user weight:

certificates:

600 mm 

200 mm 

50 кg 

5040 х 3601 mm 

diameter: wall thickness:

48 mm 3,2 mm

powder coated steel RAL 7016 

200 mm 

children under 14 years only under surveillance of parents 

130 кg 

TÜV Rheinland InterCert Kft 

T e c h n i c a l   d e s c r i p t i o n

CERTIFIED: RECOMMENDED:



Homepage:
WWW.KENGURUPRO.EU

E-mail:
INFO@KENGURUPRO.EU

LTD «KENGURU PRO»


